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LIGHTS & VIDEO - TECHNICAL
SPECIFICATIONS & INFORMATION
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LIGHTS

CONSOLE & DIMMERS
CONSOLE

1 x

AVOLITES QUARTZ WITH FADER WING & EXTRA TOUCHSCREEN
(30 FADERS — 50 EXECUTERS) - SW: TITAN V15.1

DIMMERS NODES
AT STAGE FLOOR FLEXIBLE:
12 x CHANNELS ADB DIMMERS & AVAILABLE IF NOT USED IN MAIN HALL
3,6KW EACH, 22KW MAX TOTAL 1 x ELC bpMXLAN NODE 8 FI
1 x ELC DMXLAN BuDDY NODE
FIXTURES
ALL HUNG LIGHTING HAS FIXED POSITIONS. FLOOR LIGHTING IS FLEXIBLE.
CONCERT STAGE FRONT & HALL
LED FRONT
8 x CLF YARA 1lcH MODE 4 x BRITEQ BT-THEATRE HD1
8 x CLE HERA 13¢H MODE 200W LED RGBAL 14°-55°
FX LED
2 % SHOWTEC STAGE BLINDER 2 DMX 8 x CLF HERA 13cH mopE
4 x SHOWTEC IGNITOR 6 MOVING LIGHTS
SECTION STROBE 4 x RoBE ROBIN LEDBEAM 150 MopE |
MOVING LIGHTS: HAZE & SMOKE
6 x RoBE ROBIN LEDBEAM 150 Mobe ! 1 x STAIRVILLE HZ-200 DMX HAZER
FLOOR LIGHTS: 1 x JEM ZR25 FOGGER
4 x PAR 56 SHORTNOSE 300W
PATCH
DMX UNIVERSES:
1 STAGE
2 HALL
3 FREE
4 SMOKE

ALL PLOTS AND FULL PATCH REPORTS AVAILABLE AT: WWW.LUXORLIVE.NL/TECH-SPECS/LIGHTS
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VIDEO

PLAYBACK

INPUT

FORMATS: AMOUNT & LOCATIONS:
v HDMI 1 x FOH
v VGA 1 x STAGE

4 HDBASET

PROJECTOR
VIDEO PROJECTOR HAS A FIXED POSITION

PROJECTOR UNAVAILABLE WHEN USING LASER FX ON/FROM STAGE

PROJECTOR:
1 x EPSON EB-L530U
LASERPROJECTOR
LENS:

BUILT IN LENS

BRIGHTNESS: 5.200 Im

CONTRAST RATIO: >2.500.000:1

ASPECT RATIO: 16:9

RESOLUTION: 1920x1080 (FuLL HD 1080P)

PROJECTION SURFACE

3,8 x2,15Mm STUMPFL VARIO 64
PROJECTION SCREEN

IT IS POSSIBLE TO HANG A BROUGHT BACKDROP OR SCREEN (SEE ‘BACKDROP’ IN GENERAL VENUE
INFORMATION)

DISTRIBUTION
1 x EXTRONIN1604
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